
USCG Steel Component Review Flowchart 

*Note: Aluminum structure & components are treated as if they are steel (per 46 CFR 67.177(b)). 
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This flowchart illustrates the various steel components that are included & excluded in weight 
calculations when conducting US build/foreign rebuild reviews iaw 46 CFR 67.97 & 67.177. 

 
 
 
 
 

Vessel steel components* 

“Flotation envelope” 
steel components 

Structural steel 
components 

Non-structural steel 
components 

Plating & scantlings 
 Hull 
 Superstructure 
 Deckhouses 
 Decks 
 Bulkheads 
 Etc. 

Such as: 
 Propulsion system 
 Motors & machinery 
 Electrical systems 
 Piping systems 
 Ventilation systems 
 Cargo gear & stowage 
 Masts, booms, winches 
 Furnishings, outfitting 
 Etc. 

Strength structure 
Contributes to the structural 

integrity of: 
 Hull 
 Superstructure 
 Deckhouses 
 Decks 

Non-strength structure 
Not load-bearing, removal 
would not weaken vessel, 

such as: 
 Bulkheads that only partition 

a space 
 Machinery flats & platforms 
 Internal vehicle ramps 
 Machinery & equipment 

foundations 
 Independent tanks 

Weathertight & 
watertight envelope of 
Hull + Freeboard deck 

 

Closures subject to LL regs: 
 Doors 
 Vent & air pipe covers 
 Hatch covers 
 Side ports 
 Stern & side ramps 
 Hull penetrations 

“USCG Review Criteria for 
Steel Weight Components” 

(CG-ENG-2 memo) 
 

Describes components included 
& excluded in weight calculations 

“Discounted 
steel weight” 
(Denominator) 

Foreign components 
included in 

weight calculations 
(Numerator) 

Foreign components 
not included in 

weight calculations 


